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(54) Blending image data using layers 

(57) Methods and apparatus for blending graphics 
data that includes a plurality of objects. In one aspect, 
objects are grouped into two layers; objects associated 
with a first layer are drawn; objects associated with a 
second layer are drawn; and data drawn into the first 
and second layers is blended. A layer stack may be 
used to define a hierarchy for blending layers of the 
image. The apparatus may be an output display device 
and more particularly a printing device. The object data 
may be transformed to an intermediate form and the 
intermediate form data for the first and second layer 
may be blended. The apparatus may include an inter- 
preter for receiving object data associated with two lay- 
ers of an image and for receiving a layer operator for 
designating which objects belong to which layer; a 
drawing engine for drawing objects into a first and a sec- 
ond buffer for a first layer and a second layer, respec- 
tively; and a blend processor for blending data in the 
first and second buffers. The apparatus may be a printer 
configured to receive a page description language 
description of a page to be printed. 
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Description 

Background off the Invention 

5 [0001] The present invention relates generally to methods and systems for blending computer generated graphics 
objects and more particularly to methods and apparatus for blending computer generated graphics objects using layers. 
[0002] A computer system can output data to a wide variety of output display devices. Output display devices such 
as laser printers, plotters, image setters and other printing devices produce an image or "visual representation" onto a 
sheet of paper, a piece of film or the like, while output display devices such as computer monitors develop visual repre- 

10 sentations on a computer screen. 

[0003] Many output display devices receive display data in the form of a "pixelmap" and generate visual representa- 
tions from the display data. A pixel is a fundamental picture element of a visual representation generated by a display 
device, and a pixelmap is a data structure including information concerning a number of pixels of the representation. 
[0004] A printing device prints dots on a piece of paper corresponding to the information in a pixelmap Alternatively, 

is a computer monitor illuminates pixels based upon the information in a pixelmap. A "raster" output device creates a vis- 
ual representation by displaying arrays of pixels arranged in rows and columns from the pixelmap. Most output devices, 
other than plotters, are raster output devices. 

[0005] Printing and visual output devices that produce output in response to page description language input are 
widely used. A page description language is a high level language for describing objects to be displayed by an output 
20 device. The PostScript® language developed by Adobe Systems Incorporated of San Jose, California, is an example 
of a page description language. An image to be displayed may be represented and stored in a page description format 
as a page description language file which includes one or more objects. Generally, a page description language is 
device independent. 

[0006] In operation, a conventional printing device configured to process a page description language file interprets 
25 the objects within the file and renders the data into pixelmaps to be painted into a frame buffer. Typically, the frame 
buffer is large enough to store (at least in compressed form) any page that might be printed, and rendered pixelmaps 
are stored in this buffer. When the entire page has been painted, data stored in the frame buffer may transferred to a 
print engine or marking engine for printing. 

[0007] Transparency is a visual blending effect obtained when a background object (image, text, lines or filled regions) 
30 is partially obscured by a foreground object that is drawn over the background object. Numerous other blending effects 
may be used to integrate foreground and background graphics data. Examples of blending effects include a drop 
shadow effect, a screen effect, darker and lighter effects and overprinting effects. 

[0008] The manipulation of graphics data at a printer or output display to achieve blending effects typically requires a 
large amount of memory. Some printing devices include limited memory or shallow frame buffers for performance rea- 
35 sons and thus heretofore were incapable of processing a blending operation at the printer. Recognizing the limitations 
of some printing devices to manipulate graphics data, PostScript and other similar page description languages gener- 
ally have not supported blending effects. 

Summary 

40 

[0009] In general, in one aspect, the invention features a method of blending graphics data that includes a plurality of 
objects. The method includes grouping the objects into two layers; drawing the objects associated with a first layer; 
drawing the objects associated with a second layer; and blending data drawn into the first and second layers. 
[0010] Preferred embodiments of the invention include one or more of the following features. The drawing step 

45 includes rendering object data to generate a pixelmap. The drawing step includes computing a planar map representa- 
tion of the objects. The method is implemented in a printing device. Objects are drawn opaquely into each layer. One of 
the first and second layers is drawn into a frame buffer. Data drawn into one of the first and second layers is drawn into 
a layer buffer, the layer buffer being partitioned into a plurality of tiles, each tile for receiving data associated with a par- 
ticular portion of a page to be printed; the method includes compressing tiles of the layer buffer into which data is not 

so currently being drawn. The layer buffer is partitioned into a plurality of bands. The step of blending includes blending 
drawn data from the first and second layer according to a predefined blending operation. The predefined blending oper- 
ation is selected from the group of transparency, shadow, overprinting, darkening, lightening, screen effect and additive 
effect. 

[0011] In general, in another aspect, the invention features a method of blending graphics data in an output display 
55 device. The method includes providing groupings of object data associated with an image to be displayed, each group- 
ing defining a layer of the image; creating a layer stack associated with image, the layer stack defining a hierarchy for 
blending layers of the image; rendering object data associated with each layer; and blending rendered object data for 
the layers. 
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[001 2] Preferred embodiments of the invention include one or more of the following features. The blending step is per- 
formed two layers at time, including selecting layers for blending by popping layers off the layer stack. 
[0013] In general, in another aspect the invention features a method of blending graphics data in an output display 
device. The method includes providing groupings of object data associated with an image to be displayed, each group- 
ing defining a layer of the image; providing layer blending information defining a hierarchy for blending layers of the 
image; rendering object data associated with each layer; and blending rendered object data for the layers. 
[0014] Preferred embodiments of the invention include one or more of the following features. The blending step is per- 
formed two layers at time including selecting layers for blending based on the layer blending information. 
[001 5] In general, in another aspect, the invention features a method of blending graphics data received by a printing 
device. The method includes receiving object data associated with a first layer of an image to be displayed; transforming 
the object data to an intermediate form representative of an underlying graphics object; storing the intermediate form 
data in a first buffer; receiving object data associated with a second layer of the image; transforming the object data to 
an intermediate form representative of an underlying graphics object; blending intermediate form data for the first and 
second layer to derive blended data; and printing the image. 

[0016] In general, in another aspect, the invention features a method of blending graphics data received by a printing 
device to provide a blending effect for a foreground image with respect to a background image. The method includes 
receiving one or more foreground objects to be drawn into a foreground layer; drawing the foreground objects to gener- 
ate foreground data; receiving one or more of background objects to be drawn into a background layer; drawing the 
background objects to generate background data; blending the foreground and background data to generate a compos- 
ite image for printing. 

[001 7] In general, in another aspect, the invention features a method of blending graphics data received by a printing 
device. The method includes providing one or more objects associated with a first layer of an image to be printed; ren- 
dering the objects associated with the first layer; storing rendered object data associated with the first layer in a first 
buffer; providing one or more objects associated with a second layer of the image; rendering the objects associated with 
the second layer; storing rendered object data associated with the second layer in a second buffer; blending the ren- 
dered object data for the first and second layers; and printing the blended rendered object data. 
[0018] In general, in another aspect, the invention features an apparatus for blending graphics data in a output display* 
device. The apparatus includes an interpreter for receiving object data associated with two layers of an image to be dis- 
played by the output display device and for receiving a layer operator for designating which objects belong to which 
layer; a drawing engine for drawing objects into a first and a second buffer, the first buffer for receiving data associated 
with a first layer and the second buffer for receiving data associated with a second layer; and a Wend processor for 
blending data in the first and second buffers prior to display. 

[001 9] . Preferred embodiments of the invention include one or more of the following features. One of the first and sec- 
ond buffers is a layer buffer, the layer buffer being partitioned into a plurality of bands, each band for receiving data, 
associated with a particular portion of a page to be displayed; and the apparatus includes a compression engine for ... 
compressing bands of the layer buffer into which data is not currently being drawn. The drawing engine includes a 
render engine for generating pixel data from higher level object data, for receiving object data from the interpreter and 
for painting pixel data representative of the object data into one of the first and second buffers for all objects in a same 
layer. The apparatus includes a layer table for storing layer information including blending instructions to direct the out- 
put display device to perform a desired blend. The interpreter receives a layer operator indicating a transition between 
layers and, responsive to the layer operator, data is drawn into a new layer buffer. 

[0020] In general, in another aspect, the invention features an apparatus for blending graphics data in a output display 
device. The apparatus includes a frame buffer for storing rendered object data associated with a plurality of objects to 
be placed in a background layer of an image; a layer buffer for storing rendered object data associated a plurality of 
objects to be placed in a foreground layer of an image; and a Wend processor for blending the foreground and back- 
ground layers. 

[0021] Preferred embodiments of the invention include one or more of the following features. The layer buffer is 
dynamically allocatable and de-allocatable based in part upon receipt of a blending instruction with graphics objects 
associated with the image. 

[0022] In general, in another aspect, the invention features a printer configured to receive a page description language 
description of a page to be printed. The printer includes a frame buffer for storing render data; a layer buffer for tempo- 
rarily storing rendered data for a layer of an image to printed; a blending engine for blending rendered data stored in the 
frame buffer and layer buffer; and a print engine for printing blended data resulting in a blending of graphics data accord- 
ing to a user defined blending function. 

[0023] Among the advantages of the invention are one or more of the following. Blending effects may be implemented 
in printers that would otherwise not have sufficient memory to support conventional blending methods. 
[0024] The use of the inventive methods is transparent for non-blended graphics data and thus a performance penalty 
only occurs when processing blended graphics objects. 
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[0025] A layering process is provided in a display device to allow for division of an image or portion of an image into 
J^2J»- B,endi "9 of ^j^ 8 associated with one or more layers of an image may thereafter be advanta- 

EJ2L f J^TS? ^° CeSS be advanta 9 eously implemented in systems that manipulate graphics data in display 
list format or in other formats. ^ ' 

.° nly 3 ° U !!f ? ' ayer ** iS beinfl drawn into is requlred t0 be mainlined in uncompressed form. All other layers 
may oe compressed to save memory space. 

SS „ Ik aba " din9 or * ilin9 system - only a Portion of the current layer is required to be in an uncompressed form 
Bands not being drawn into may be stored in a compressed form. 

E2! UV k ^ ma . 5 l be b ' ended in any 0rder and comb inafion to achieve a desired visual effect in the outout image 
Layers may be nested m muHiple layers and resolved according to user preferences in the formulation of an output 
image which is delivered to a print or display engine. 

[0030] A simple stack hierarchy may be used to define relationships between layers and the ordering for blending of 
the layers in the formulation of blended graphics objects. ^ 

52? Jf y6r u Uf, ? rS ma/ be a " 0Cated and dea,located dynamically as required to create a desired visual effect. Any 
number of combinations of differing sized layer buffers may be active at any given time 

S25 T»f lendin ? ef ' ects u ma y be implemented that otherwise would be impossible in a conventional output display 
fn Wend^iXobSr 95 * ° f M * CUmU,ative effecta 

tSdiim?" 16 ' featUr6S ^ advanta9es of * e invention will become apparent from the following description and from 

Brief Description of the Drawing 
25 [0034] 

FIG. 1 is a block diagram of a printer according to the invention. 
FIG. 2 is a flow chart of a process for implementing blending in a printer using layers 
p!?' £ * ablock l dia 9 ram 0< P"nter of FIG. 1 including compression and decompression mechanisms, 
layers " * 3 Pr °° eSS ** minimi2ins memory in a device using compression and blending with 

FIG. 4 is a block diagram of printer according to the invention for a band system 

FIG. 5 is a method of implementing a stack architecture using page description operators in a output display device 
for processing multiple layers of an output image. 

hivention 8 dia9ram ° f 6XamPle ° f 3 b,endin9 hierarch y achievable with a simple layer operator according to the 
invention* * °* °' 3 UetYiin3 hierarcn y achievable with intermediate blending according to the 

40 Detailed Description 

SS^^^n^T^^^ fil6d 3nd commonly own&d P^ent applications are incorporated by refer- 
iZ Z+SSTTZ 9 » 9 5 965 * Stephe " CarlS6n 61 *■ att0mey docket no 07844/087001 ; "Blending Graph- 
. , ame Buffe ; by Ste P hen Arisen, attorney docket no. 07844/229001 ; Transparency Processing in a 
SirSS 0 " f n , 9uage by Uns ^ et al - attorney docket no. 07844/217001; "Blending with Planar Maps" by 
Stephen Schiller et al.. attorney docket no. 07844/228001; and "Conversion of Alpha-Multiplied Color Data" by Lars 
Borg et al., attorney docket no. 07844/230001 . 

[0036] The present invention may be embodied in any output display device that receives page description data and 
tic!? a ^ 

S^J?L^ Pnnt,n9 1 6 ™ 65 and Wj " be deSCribed in terms of an embodiment in such a device, which will be 
inS!nteSd a m e P ike '"elude plotters, imagesetters, digital presses, laser printers, dot matrix printers. 

K!?!! a r^ eferrin9 t0 "5 1 • 3 Pd " ter 16 reC6iveS input data> ,rom a ^mputer 12. for example, and turns the input date 
T«™L ° P,6Ce ° f P ! Pef by Sendi " 9 Si9 " alS to a print en9ine 34 - ^ e Primer 16 is configured to receive page 
SS iinn 9 ^ TV ^ f, r0CeSS * 38 bS dSSCribed ,ater °" e Suitable ™* descri Ption language is the 
T 6 lan9ua9e is descri bed in Adobe Systems Incorporated. Adobe Postscript® Lan- 

guage Reference Manual. Addison-Wesley (2d ed.. ©1990). Another suitable page description language is the PCL 
language available from the Hewlett-Packard Company of Palo Alto. California. A page description language file sent to 
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a printer specifies objects to be displayed and related information. A PostScript object can, for example, include a pix- 
elmap defining a pattern of pixels to be displayed, or the object may reference an outline curve defining a shape to be 
marked. The object may also include other information such as font and size for character objects and Wend information 
as will be described in greater detail below. 

[0038] The printer 16 includes a buffer 24, a digital data processor, random access memory 28 and print engine 34. 
It also typically includes read-only memory, I/O interfaces, and data transfer paths and busses, none of which are 
shown. 

[0039] The digital data processor may be a general or special purpose microprocessor operating under control of 
computer program instructions executed from a memory The processor may include a number of special purpose sub- 
processors, each sub-processor for executing particular portions of the computer program instructions. In the embodi- 
ment illustrated in FIG. 1 , the processor includes an interpreter 50, a raster image processor (RIP) 52 and blend proc- 
essor 58. 

[0040] Each sub-processor may be a separate circuit able to operate substantially in parallel with the other sub-proc- 
essors. Some or all of the sub-processors may be implemented as computer program processes (software) tangibly 
stored in a memory that perform their respective functions when executed. These may share an instruction processor, 
such as a general purpose integrated circuit microprocessor, or each sub-processor may have its own processor for 
executing instructions. Alternatively, some or all of the sub-processors may be implemented in an ASIC (application 
specific integrated circuit) 

[0041 ] RAM 28 is a random access memory used by the processor and sub-processors 50. 52 and 58. RAM 28 may 
include display list memory 60, a frame buffer 62, any number of layer buffers 63 and a layer table 65 including a current 
buffer pointer 66. RAM 28 may be partitioned into one or more regions or embodied in one or more separate memory 
devices. 

[0042] Preferably layer buffers 63 are dynamically allocated and may be used for storing pixel data associated with 
one or more layers of an output image. A layer buffer typically is sized smaller than a frame buffer and may be dynam- 
ically sized based on the data objects required to be drawn into a given layer. Each layer buffer 63 may be structured 
similar to a frame buffer and may be divided into one or more bands. Alternatively, the structure of the layer buffers may 
be independent of the frame buffer structure and may be optimized based on a specific implementation. For example, 
a particular printing device may include a banded frame buffer, that is, a frame buffer that is divided into a plurality of 
bands, into which object data may be painted covering a predefined portion of a page to be printed. In order to achieve 
a desired visual effect, a user may desire to blend two or more layers of graphics objects within a single band of the 
frame buffer. In this example the frame buffer is a band device; however, the implementation of the layer buffers needed 
to provide a layer blend within a single band does not require the layer buffers to be similarly structured. 
[0043] Frame buffer 62 may be a deep or shallow frame buffer. A shallow frame buffer is configured to store render 
data typically having a bit depth of one (1) bit per pixel. A deep frame buffer is configured to store render data typically 
having a bit depth of greater than one (1) bit per pixel. Manipulation of shallow buffer data in order to achieve blending 
is described in detail in "Dehalftoning of Digital Images" by Steve Carlsen cited above. In order not to obscure the 
present invention, a deep frame buffer example will be described herein. Frame buffer 62 may be used to store objects 
rendered into a background layer of an output image, while layer buffers 63 may be used to store foreground rendered 
data prior to blending with the background layer. In addition, frame buffer 62 may be used to store resultant data derived 
from a blend of one or more layers and the background. 

[0044] Layer table 65 may be used to store layer data and may memory address information indicating where in mem- 
ory data associated with a given layer is stored, blending instructions and a current buffer pointer. 
[0045] Objects received by interpreter 50 may be interpreted into display list data for storage in display list memory 
60. Alternatively, graphics data objects may be immediately painted by RIP 52 as pixelmaps into frame buffer 62 or a 
layer buffer 63. RIP 52 may paint objects opaquely into frame buffer 62 or layer buffers 63. Alternatively blending of indi- 
vidual objects at the layer level may be achieved as is described in "Blending Graphics Objects in a Frame Buffer" by 
Stephen Carlsen, Lars Borg and Stephen Schiller as cited above. 

[0046] RAM 28 may be embodied in one or more memory chips. If display list memory 60 and the frame buffer 62 are 
consolidated into a single memory (a consolidated memory), then the memory may be partitioned or otherwise mapped 
to reflect the boundaries of the various memory sub-components. 

[0047] Data flow, rather than physical interconnection, is illustrated between elements of printer 16. Processor and 
memory components are physically interconnected using a conventional bus architecture. 

[0048] The printer components that have been described can be packaged in a single product; alternatively, some 
can be included in computer 12 or otherwise housed separately 

[0049] For concreteness, initially a two layer example in a single color space will be described. Application of the 
invention to other color space representations of an graphics object are similar. 

[0050] Referring now to FIGs. 1 and 2, a conventional rendering and marking process for a raster output device is 
enhanced by the addition of a method for implementing blending by layers (200). Printer 16 receives object data and 
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blend operators from computer 12 (202). 

S ] |n t^Z™,!"^ .°° n " flured t0 a default mode b y ^tting a current buffer pointer to point to frame buffer 62 
(203) In the default mode, .nterpreter 50 directs the ouiput of RIP 52 so that data objects received may be oainted 
directly into frame buffer 62 (the "default layer") recaveo may oe painted 

[0052] Alternatively. RIP 52 may paint objects received directly into an designated layer buffer. Step 204 results in the 

SSr b vl? c ^T*" CUrre ? "I"" k 6Hher 8 ' ayer buffer ° r tbe ,rame ^ depenSng onS 2 
indicated by the current buffer pointer. The current buffer pointer may be maintained by interpreter 50 and modified 

SSE f 8 J" - " T 8 1ayef *» m ° n that precedes « a«ompanies a S ite C S 
example, the frame buffer may be used to store background data associated with a background layer anc I may be wtt 

ten to as me currem buffer whenever backgrourrt data is provided fro^ 

^ZT? ^ ta *' e «J™ ,udin 9 a operator may be used to update me current buffer poirrter to p?n?Ta 2S 
^thereby enabhng RIP 52 to directiy paint foreground render data into the appropriate foreground laTeMclS 

mSrv ,X° n T^ Pt w t 18 ^ Cperator (212)> inter P reter 50 Presses the layer operator by allocating a portion of 
the RIP to the layer buffer by setting the current buffer pointer (214) 

SSh "Jf * ie objects *° r a P articular laver hav e been painted into a layer buffer (207). the layer buffer may be 
^ L y J b,endprocass 1 or another ^er according to blerxJingi^tructions received from complr 12 (209?^ 
8 an ?t ^ (tW ° layefS b,endea int ° 0ne) The ma y resu « in the deallocation i mimoS 

S!SL ^/o^of^ 0< ? e P39e iS reached> blendin9 P roces sor checks to determine if any outstanding layers remain 
SSrX^Sm eno nf£ ST be , b ' ended ' ^ ^ be ^ by P-*» «*- <rom theSe tSer 
S^oSsorS «Si aL^ (2 'If^ lay T S rema ' n l ° b6 Processed, then the layers may be blended by blend- 

p^^ss 

[0056] The result of any layer blending may be stored in the frame buffer 62 (218). At the completion of the blendino 

rScessCe^Sot^ in frame bUff6r ^ ^ bS tranSferred 10 Print 6n9i " e 34 f ° r P^%S»^2! 
I?^ 71 * 1716 ° bie f^ ass ooiated with one layer may be received sequentially prior to the receipt of any objects associ- 
ated with a second layer as is described above. Alternatively, object data may be received in rar^om ioer 

Blending 



35 



40 



ELSS , !f C ° rdin ? t0 b,end ' n9 information Provided from computer 12. The blending informa- 

Sk n L * 6 tim ' n9 and al90nthm 10 66 used in the blendin 9 operation. Various blending algorithms may be 
22"! "^Processor 58 to blend two layers. Blending prc«e^r 58 comtt^^ 
in the layers according to an appropriate blending formula. Examples of blending formulas include- 
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Blending Mode 


Formula 


Transparency (Alpha blending) 


N= F * opacity + B * (1 -opacity) 


Shadow 


Sh= Normal * B 


Screen 


Scr= N + B - (N * B) 


Darker 


Drk= Min (N, B) 


Lighter 


Ltr= Max (N, B) 


Add 


Add= N + B 


Overprint 


Ovr= N + B -1 



ToosS S « y) ' F ,S fore9r ° Und dat3 ' B iS ground data, and opacity is between 0 and 1 . 

S J 3 ' end, 2 9 P roca ssor 58 may support one or more of the blending formulas. A user-defined selection for the 
method to be used may be provided by computer 12 in the form of blending instructions as part of a layer operatoT The 
instructions may be stored in layer table 65 for retrieval at the time for blending 



6 




EP 0 924 652 A2 

Memory Saving Techniques 
L Compression 

5 [0060] Referring now to FIGs. 3a and 3b, printer 16 may include compression 55 and decompression engines 57. 
Compression engine 55 may be used to compress data stored in a buffer that is not the current buffer. Conversely, 
decompression engine 57 may be used to decompress compressed data stored in a buffer prior to the addition of more 
objects or the blending of data with data from another buffer. If compression techniques are employed, the process 200 
for blending layers is modified to include a step of determining if graphics objects are to be rendered into a new buffer 

10 (e.g., the frame buffer or a layer buffer) by determining if a new current buffer is indicated (21 3a). Objects received from 
computer 12 are required to be written to a new buffer when the current buffer being painted into by the RIP is not the 
same buffer into which subsequent objects are to be rendered. If no new current buffer is set. then the process contin- 
ues at step 214. 

[0061 ] If a new current buffer instruction is detected, then the contents of the current buffer (either the frame buffer or 
15 a layer buffer) may be compressed (213b). Thereafter, the contents of the new current buffer may be decompressed as 
appropriate prior to painting more object data into the new current buffer (213c). Decompression may also be added if 
, a layer operation requires the blending of layers or the writing of new data to a previously compressed buffer. In addition, 
a decompression step (215) may be required to be added prior to the blending step 216 to decompress data stored in 
at least one layer buffer 63. 

20 _ 

II. Band Buffers 

[0062] Referring now to FIG. 4, frame buffer 16 may be divided to include an uncompressed band buffer 62-1 and 
compressed band buffer 62-2. Uncompressed band buffer 62-1 may be sized to hold one or more bands of uncom- 

25 pressed render data. Compressed band buffer 62-2 may be sized to store a compressed form of the render data. Each 
layer buffer 63 may be similarly configured to include an uncompressed and a compressed portion (not shown). The 
uncompressed portion may be used to paint data directly from RIP 52, while the compressed portion may be used to 
store one or more compressed bands of previously rendered data. Alternatively, the frame buffer and layer buffers may 
share an uncompressed band buffer into which all rendered data is written by RIP 52. 

30 [0063] In a band or tiling system, only a portion of a frame buffer or layer buffer is maintained in uncompressed form, 
while the remainder of the bands associated with a buffer that are not presently being drawn into are maintained in a 
compressed form. Interpreter 50 receives object data from computer 12 and stores the object data in display lists in dis- 
play list memory 60. When all of the objects for a given band have been received (or rf the display list memory for a given 
band is full). RIP 52 may render the object data stored in the display list for the given band painting directly into a band 

35 of the uncompressed band buffer 62-1. When all of the objects of the display list have been painted into the uncom T 
pressed band buffer 62-1, compression engine 55 may be invoked to compress the data for the band and store the 
. resultant compressed data in the compressed band buffer 62-2 or in the compressed portion of a layer buffer. 
[0064] If all of the data objects associated with a band are not received at the time for rendering a display list to the 
uncompressed band buffer, then a cycling operation may be invoked. In a cycling operation, a band of previously com- 

40 pressed data may be decompressed and stored in the uncompressed band buffer 62-1 . Objects may then be rendered 
into the band by RIP 52. After all of the data objects for a display list associated with the band are processed, the band 
may again be compressed and stored in the compressed band buffer 62-2 or in the compressed portion of a layer buffer. 
[0065] If layer buffers 63 are configured in a band architecture, the process for blending layers may require decom- 
pressing compressed bands of a given layer prior to blending with a corresponding band associated with another layer. 

45 

Multi-layer Systems 

[0066] The description above is directed to printing a two layer blend, as might be used in blending a foreground layer, 
stored in a layer buffer, with a background layer, stored in the frame buffer, to achieve a desired visual effect. More com- 
so plex visual effects may be achieved by including more than two layers. In order to achieve such results, a hierarchy for 
blending is required to be provided from the host computer or may be inferred by the display device. 

An Inferred Layer Stack 

55 [0067] Referring again to FIG. 1 , printer 16 may include a layer stack embodied in layer table 65. Stacking of layers 
may be inferred from the order of layer data is created or received. In a simple layer implementation, computer 12 may 
provide a layer operator that designates the transition between layers and blending instructions for blending the new 
layer with its parent layer in the layer stack. A log of such layer operators may be maintained in layer table 65 by inter- 
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preter 50. Each entry in the layer table may be associated with a single layer. At the time for blending (after all graphics 
objects have been processed for a given page), layers may be blended in reverse order received, two layers at a time 
by the blending processor according to the blending instructions. 

P age Description Language Defined Structure 

[0068] While the inferred structure allows for very simple layer operators to be used, a more complicated structure of 
layers may be desirable in order to achieve complex visual effects. Blending instructions may be included with the layer 
operator that define the order in which the layers may be blended (e.g., layer one with layer three, the composite of 
which is blended with layer two) . In addition, more complex blends may be achievable by nesting layers in the hierarchy 
and allowing for the control over when layers are to be blended, as opposed to at the end of processing of all graphics 
objects associated with a given page. 

[0069] A page description language structure for blending layers may include a layer stack architecture and at least 
three types of layer operators. The layer operators may be provided by computer 12 to direct printer 16 to perform a 
desired blend. 

[0070] A create layer operator may be used to designate a new layer. In response to a create layer operator, inter- 
preter 50 creates an new entry in layer table 65. A create layer operator may be required for each layer in an graphics 
data blend. As create layer operators are processed, layers are "pushed" onto a stack embodied in the layer table 65. 
Parent and sibling relationships in the hierarchical stack can be defined for each layer created. 
[0071 ] A current layer operator may be used to designate that the objects following (or accompanying) the operator 
belong to a certain layer. In response to a current layer operator, the interpreter may direct the transfer of rendered data 
from RIP 52 to a layer buffer. The current layer operator operates much the same as the layer operator described in con- 
junction with FIG. 2. The processing of a current layer operator has no effect on the contents of the hierarchical stack. 
[0072] A render layer operator may be used to invoke the blending of layers on the stack. The render layer operator 
may take the form of a pop instruction. In response to a pop instruction, the blend processor may pop a layer from the 
stack (a child layer), blend the layer with its parent layer in the hierarchical stack, and store the result in the parent layer 
buffer. The pop operation results in the removal (deallocation) of an element from the layer table (the child layer) and a 
modification to the parent layer as a result of the blending operation. 

[0073] Referring now to FIG. 5, a process for blending layers in a system including layer operators defining a layer 
stack is shown. The process includes initializing the current buffer pointer to point to the frame buffer (301) Objects and 
layer operators are received from a computer 12 to be processed (302) If object data is received (303), the graphics 
Ejects are processed by RIP 52 and painted directly into the current buffer (304). 

[0074] If a create layer operator is received (305), an entry is added to the layer table (306). and the process continues 
at step 304. Each entry in the layer table may include a layer identifier, a buffer identifier, and a compression flag A 
buffer identifier identifies the location in RAM 28 where data associated with the layer is stored (either a layer buffer or 
the frame buffer). The compression flag indicates whether or not the layer data is in a compressed form and thus 
requires decompression prior to retrieval, blending or other processing. 

[0075] If a current layer operator is received (321 ), the current buffer pointer is updated (308) and the process contin- 
ues at step 304. 

[0076] If a render layer operator is received (322) then two layers on the stack are blended by the blend processor 58 
(324). The layer operator may define which two layers are to be blended or a default selection may be made to blend 
the last two layers added to the stack, the last layer and the current layer (as indicated by the current buffer pointer) or 
other another pair of layers. The layer table is updated to remove one of the layers from the stack (326), and the result- 
ant layer data derived from the blending operation is returned to be stored in the other layer buffer (328). 
[0077] The process continues until all graphics objects associated with the page are processed (323). Thereafter a 
check is made to determine if more than one layer is present (312). If not. then the contents of the frame buffer may be 
transferred directly to the print engine for printing (314) and thereafter the process ends (320). If layers are present 
blending processor 58 blends the layers according to the stack order two layers at a time until all the layers are blended 
(316) and then passes the resultant data to the frame buffer (318). The blend processor processes layers from the stack 
by combining the last layer created with its parent on the stack (the previous layer received in time). The resultant image 
is then combined with the next layer in the stack hierarchy until all of the layers have been blended, the result of which 
may be blended with the contents of the frame buffer. Other default hierarchies may be employed. For example, all lay- 
ers that are children of a parent layer in the hierarchy may be blended before blending a parent layer with a "sibling- 
layer within the same hierarchical level. 

Nesting 

[0078] The render layer and create layer operators allow for the creation of complex blending hierarchies. Referring 
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now to FIG. 6a, the create layer operator allows for the ordering of layers in a stack. In the example shown, when all the 
objects associated with a given page have been processed, a blend of the layers in the stack in reverse order received 
results in a single level hierarchy. Referring now to FIG. 6b, a more complex hierarchy may be realized by using the 
render layer operator in conjunction with the create operator. Nesting of layers in a parent/child hierarchy is achievable 
by sequencing the creation of layers along with blending of layers prior to the final Wend time for the given page. These 
intermediate blends allow greater freedom to produce desired visual effects. 

Blending a Layer into two or more Layers 

[0079] In order to achieve a complex visual effect, a single layer may be desired to be blended into a plurality of other 
layers. One method for achieving this in printer 1 6 is to blend layers (e.g., a parent and a child layer) and draw the result 
of the Wend back into one of the two layers (the parent layer) without affecting the contents of the second layer (the child 
layer). 

[0080] Referring again to FIG. 1 . another method of achieving this in a printer 1 6 is to include a copy buffer 67. Copy 
buffer 67 may be used to store a copy of the data in the frame buffer so that the same layer may be blended with multiple 
layers in a hierarchy. The copy buffer may advantageously be used in conjunction with a render layer operator to 
achieve a desired visual effect. 

Alternative Embodiments 

[0081] One of ordinary skill will recognize that the principles disclosed herein may be equally well suited to other 
printer configurations. For example, Wending of graphics data may be ideally performed prior to the conversion of object 
data into pixel data by RIP 52. "Blending with Planar Maps" by Lars Borg et. al. cited above, describes a method and 
apparatus for blending graphics objects using planar maps. Planar maps may be drawn into and used to Wend graphics 
objects prior to the rasterization process. The teachings of the present invention are equally well suited to a planar map 
blending method. One or more layers of planar maps may be computed and stored in a display device to facilitate Wend:, 
ing operations and the creation of complex visual effects. Each layer of memory may be used to store one or more pla-, 
nar maps representative of a grouping of one or more graphics objects to be combined. In a planar map embodiment, 
one difference arises in the blending of planar maps and the allocation of memory. Planar maps may be combined to 
derive a composite map representative of the blending of the two planar map representations. However, a separate por- 
tion of memory must be allocated to store the resultant planar map (an existing planar map cannot be simply drawn into 
as is the case when operating on a pixel by pixel Wend when using a frame buffer). Other Wending methodologies may 
be utilized in addition to Wending at the pixel level or the planar map level as described above. No matter the form or 
timing of the blend, the use of layers provides a f lexiWe hierarchy for blending objects and may be realized by practicing 
the teachings of the present invention. 

[0082] The present invention has been described in terms of specific embodiments, which are illustrative of the inven- 
tion and not to be construed as limiting. The invention may be implemented in hardware, firmware or software, or in a 
combination of them. Other embodiments are within the scope of the following claims. 

Claims 

1. A method of blending graphics data, the graphics data including a plurality of objects, the method comprising: 

grouping the objects into two layers; 
drawing the objects associated with a first layer; 
drawing the objects associated with a second layer, and 
blending data drawn into the first and second layers. 

2. The method of claim 1 wherein the drawing step includes rendering object data to generate a pixelmap. 

3. The method of claim 1 wherein the drawing step includes computing a planar map representation of the objects. 

4. The method of claim 1 wherein the method is implemented in a printing device. 

5. The method of claim 1 wherein objects are drawn opaquely into each layer. 

6. The method of claim 1 wherein one of the first and second layers is drawn into a frame buffer. 
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7. The method of claim 1 wherein data drawn into one of the first and second layers is drawn into a layer buffer, the 
layer buffer being partitioned into a plurality of tiles, each tile for receiving data associated with a particular portion 
of a page to be printed, the method including compressing tiles of the layer buffer into which data is not currently 
being drawn. 

8. The method of claim 7 wherein the layer buffer is partitioned into a plurality of bands. 

9. The method of claim 1 wherein the step of blending includes blending drawn data from the first and second layer 
according to a predefined blending operation. 

10. The method of claim 9 wherein the predefined blending operation is selected from the group of transparency, 
shadow, overprinting, darkening, lightening, screen effect and additive effect. 

1 1 . A method of blending graphics data in an output display device comprising: 

providing groupings of object data associated with an image to be displayed, each grouping defining a layer of 
the image; 

creating a layer stack associated with image, the layer stack defining a hierarchy for blending layers of the 
image; 

rendering object data associated with each layer; and 
blending rendered object data for the layers. 

12. The method of claim 11 wherein the blending step is performed two layers at time including selecting layers for 
blending by popping layers off the layer stack 

13. A method of blending graphics data in an output display device comprising: 

providing groupings of object data associated with an image to be displayed, each grouping defining a layer of 
the image; 

providing layer blending information defining a hierarchy for blending layers of the image; 
rendering object data associated with each layer; and 
blending rendered object data for the layers. 

14. The method of claim 13 wherein the blending step is performed two layers at time including selecting layers for 
blending based on the layer blending information. 

15. A method blending graphics data received by a printing device comprising: 

receiving object data associated with a first layer of an image to be displayed; 

transforming the object data to an intermediate form representative of an underlying graphics object; 

storing the intermediate form data in a first buffer; 

receiving object data associated with a second layer of the image; 

transforming the object data to an intermediate form representative of an underlying graphics object; 
blending intermediate form data for the first and second layer to derive blended data; and 
printing the image. 

16. A method blending graphics data received by a printing device to provide a blending effect for a foreground image 
with respect to a background image, the method comprising: 

receiving one or more foreground objects to be drawn into a foreground layer; 
drawing the foreground objects to generate foreground data; 
receiving one or more of background objects to be drawn into a background layer; 
drawing the background objects to generate background data; 

blending the foreground and background data to generate a composite image for printing. 

17. A method blending graphics data received by a printing device comprising: 

providing one or more objects associated with a first layer of an image to be printed; 
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rendering the objects associated with the first layer; 
storing rendered object data associated with the first layer in a first buffer; 
providing one or more objects associated with a second layer of the image; 
rendering the objects associated with the second layer; 
5 storing rendered object data associated with the second layer in a second buffer; 

blending the rendered object data for the first and second layers; and 
printing the blended rendered object data. 

18. An apparatus for blending graphics data in a output display device comprising: 

10 

an interpreter for receiving object data associated with two layers of an image to be displayed by the output dis- 
play device and for receiving a layer operator for designating which objects belong to which layer; 
a drawing engine for drawing objects into a first and a second buffer, the first buffer for receiving data associ- 
ated with a first layer and the second buffer for receiving data associated with a second layer; and 
is a blend processor for blending data in the first and second buffers prior to display. 

19. The apparatus of claim 18 wherein one of the first and second buffers is a layer buffer, the layer buffer being parti- 
tioned into a plurality of bands, each band for receiving data associated with a particular portion of a page to be 
displayed, the apparatus including a compression engine for compressing bands of the layer buffer into which data 

20 is not currently being drawn. 

20. The apparatus of claim 18 wherein the drawing engine includes a render engine for generating pixel data from 
higher level object data, for receiving object data from the interpreter and for painting pixel data representative of 
the object data into one of the first and second buffers for all objects in a same layer. 

25 

21 . The apparatus of claim 20 further including a layer table for storing layer information including blending instructions 
to direct the output display device to perform a desired blend. 

22. The apparatus of claim 18 wherein the interpreter receives a layer operator indicating a transition between layers 
30 and, responsive to the layer operator, data is drawn into a new layer buffer. 

23. An apparatus for blending graphics data in a output display device comprising: 

a frame buffer for storing rendered object data associated with a plurality of objects to be placed in a back- 
35 ground layer of an image; 

a layer buffer for storing rendered object data associated a plurality of objects to be placed in a foreground layer 
of an image; and 

a blend processor for blending the foreground and background layers. 

40 24. The apparatus of claim 23 wherein the layer buffer is dynamically allocatable and de-allocatable based in part upon 
receipt of a blending instruction with graphics objects associated with the image. 

25. A printer configured to receive a page description language description of a page to be printed, comprising: 

45 a frame buffer for storing render data; 

a layer buffer for temporarily storing rendered data for a layer of an image to printed; 

a blending engine for blending rendered data stored in the frame buffer and layer buffer; and 

a print engine for printing blended data resulting in a blending of graphics data according to a user defined 

blending function. 

50 
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